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About this guide 
This Coretex DRIVE: ELD Driver Guide is a reference to using the Coretex DRIVE application with 

integrated ELD and Vehicles Inspections (DVIR) on an Android mobile device (tablet or suitable 

smartphone), and is intended to allow drivers to follow the most common step-by-step procedures they 

need to do. 
 

Intended audience 

This Coretex DRIVE: ELD Driver Guide is for Coretex customers (drivers) making use of Coretex DRIVE 

on their mobile devices òin cabó with their delivery trips. 
 

 

 
North America 

customers only 

 

ELD and Driver Hours functionality, as described in this guide is specific to 

North America. 

 

 
 
 

Related documentation 

This guide is intended to be used in conjunction with the following documents: 
Guide Title Category Description 

Coretex 360: ELD Administration Guide Admin Administration guide for supervisors/administrators configuring 

the Coretex ELD solution in Coretex 360. 

Coretex 360 - DVIR: Administration Guide Admin Administration guide for supervisors/administrators using 

Coretex 360 to configure DVIR for drivers and users 

Coretex DRIVE: DVIR ð User Guide User More detailed User Guide for use of Vehicle Inspections or DVIR 

(Driver Vehicle Inspection Reports) within Coretex DRIVE 

Quick Reference 

Coretex DRIVE: Driver In-cab Guide 

(General Operations) 

User 

(Driver) 

¶ Quick Reference guide for drivers to keep in their vehicles for 

use of the Coretex ELD Solution with Coretex DRIVE 

¶ Spanish version available also 

Quick Reference 

Coretex DRIVE: Driver In-cab Guide 

(Data Diagnostics/Malfunctions) 

User 

(Driver) 

Summary user guide to refer to Data Diagnostic and Malfunction 

codes that can be encountered with Coretex ELD solution 

(content is also in this guide). 

Quick Reference 

Coretex DRIVE: ELD Visor Card 

User 

(Driver) 

For drivers to refer to summary dashboard features, Roadside 

Inspection procedures and Data Diagnostics/Malfunctions 

Coretex DRIVE: TMU Installation Guide Install Installation Guide for installers pairing vehicle and TMU for use 

with Coretex 360/ Coretex DRIVE. 
 

Revision history 

This following table provides the revision history of this guide: 
Guide Version Date Description 

v1.0 Dec 2017 First release. 

v1.2 Jan 2018 Latest release with new features. 

v1.3 Mar 2018 Latest release with new features. 

v1.4 Jul 2018  Revisions for violations for HOS and ELD for Canada. 

v1.5 Oct 2018 Minor enhancements and provisions for customer device integration/support 

v1.6 Dec 2018 Revisions for release of Coretex 360 v18.4 

v1.7 Apr 2019 Revisions for release of Coretex 360 v19.1 
 

Contact Coretex 
 
 

Local in-country support is available within Australia, New Zealand and North America. 

 
Please visit coretex.com for support and contact details. 

 
 

 

  

http://www.coretex.com/
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Coretex ELD solution 
 

ELD mandate 

 

The USA ELD mandate was published by the FMCSA in 2015 with a goal to increase safety and 

accountability in the trucking industry. It is a set of detailed guidelines on operation of trucks 

for trucking companies and their fleets and drivers. It was legislated for all drivers in the USA to 

comply by Dec.2017 or face prosecution. 

 
The Canadian ELD mandate was published as a final draft by the CCMTA in 2017. It adopts 

many of the provisions of the USA regulations, but with some differences and it is expected a 

compliance date in the fourth quarter of 2019 will be instigated. 

 

Organizations can choose to see ELD as a tax and attempt to minimize the cost, or they can see it as 

an opportunity to drive competitive advantages. 

Coretex has built its ELD solution from the ground-up and created one of the few fully integrated 

solutions on the market today. For organizations that want a fully featured, fully integrated ELD 

solution Coretex is best in class! 

The Coretex ELD solution is tightly integrated with the Coretex 360 application suite. The easy-to-use 

interface has been developed in partnership with a number of large fleet operators in North America. 
 

 

The Coretex ELD solution supports: 

¶ all North America driver rulesets, including interstate rules 

¶ team, exempt and short haul drivers 

¶ permanent and temporary vehicles installations 

¶ ELD compliance for rental vehicles 
 
 
 

 

 ¶ the Coretex ELD solution is in full compliance with USA ELD mandate defined by the Federal Motor 

Carrier Safety Administration (FMCSA) 

¶ the Coretex ELD solution is in full compliance with Canada ELD mandate defined by the Canadian 

Council of Motor Transport Administrators (CCMTA) 
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ELD functionality 
 
--- 

 

For drivers 

The Coretex ELD solution allows drivers to: 

¶ set their driver duty status during a trip and 

interact with co-drivers 

¶ process Information Cards on their Coretex DRIVE 

dashboard for dealing with tasks like Vehicle 

Inspections (DVIR) and Shipment number entry 

¶ display/edit their daily driver logs and the 

vehicleõs unidentified driving records 

¶ certify their daily logs 

¶ deal with Data Diagnostic/ Malfunction events 

 

¶ review and accept/reject edits proposed by their supervisor 

¶ change ruleset when appropriate to comply with applicable jurisdiction 

¶ allow a Roadside Inspection to be performed on their mobile device, and for uploads of driver log data 

to FMCSA 
 
 

For drivers, compliance couldnõt be easier ð all they need to do is log in at the beginning of the day, even 

outside cellular coverage. They can also view their drive time availability in multiple rulesets prior to log in. 
 

For Supervisors/Administrators 
 

The Coretex ELD solution allows a supervisor/administrator to: 

¶ review the daily logs of all drivers under their administration 

¶ propose edits to drivers daily logs and unidentified driving 

records to be sent down to a driverõs mobile device for them to 

consider 

¶ configure drivers for ELD via Driver Manager 

¶ upload drivers log data to FMCSA 

¶ analyse drivers daily logs with a suite of Driver Hours reports 

 

 

Dispatchers or supervisors/administrators can readily track and manage compliance in Coretex 360 via a 

dashboard which offers easy access to driver availability data, and interactive graph and multi-edit features 

for easy log editing. 

Coretex ELD: itõs your path to increased efficiency, slashing paperwork for drivers by up to 63 percent and for 

office staff by 14 percent. Manual logging is so yesterday! 
 

 
Access to ELD functionality is determined by: 

¶ account is configured for use of the Coretex ELD solution 

¶ a hierarchy of carrier, divisions and terminals is configured ð at least one carrier and division must be 

setup and a driver/user assigned to that division 

¶ the Android mobile device operating Coretex DRIVE must be configured for use of the same division in 

order to be able to select from vehicles in that division 
 

 Full details of ELD administration for supervisors/administrators via Coretex 360 can be found in: 

¶ Coretex 360: ELD Administration Guide 
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Overview of Coretex DRIVE 

 

Coretex DRIVE is primarily a purpose-built, mobile device (tablet/mobile smartphone)-

based in-cab system that links drivers to vehicles, and vehicles to dispatchers. Working 

in harmony with Coretex 360, Coretex DRIVE gives drivers the information they need to 

do their jobs efficiently and safely. 
 
 

Built around a familiar modular app framework, Coretex DRIVE offers single pane of glass access to 

turn-by-turn trucking navigation, messaging, jobs, vehicle inspections (DVIR), checklists, fatigue 

information, the Coretex ELD solution, real time driver feedback as well as your choice of custom 

applications. 

Coretex DRIVE makes it easy to roll out Android-based mobile apps to drivers quickly and securely; and 

is optimized to run on Coretex-approved mobile devices. 

With Coretex DRIVE the user interface is the mobile device used by the driver of the vehicle and 

functionality is integrated into a backend Coretex system (e.g. Coretex 360). 
 

Coretex DRIVE features: 

¶ integrates all your apps in one place on one screen in an easy-to-use format for drivers -- the 

driver sees important information on a single screen and is alerted with notificationsõ called 

Information Cards 

¶ links any third party applications, such as email or Google Maps 

¶ features single sign-on for integrated applications 

¶ displays driver messages, directed job workflows, driver initiated forms, Electronic Logging 

Devices (ELD functionality), Driver Vehicle Inspection Reports (DVIR) and much more 

¶ device home button can take you back to the dashboard - this can be configured to happen 

just while working 
 
 

 
 

Example with driver friendly single dashboard view on an in-cab Android tablet 

(shown together with telematics unit): 

 

Not only a mobile app 

Coretex DRIVE (or òDRIVEó) is also: 

¶ a cloud of online services, the so called microservices and comes with complete API access and a 

portal is available for administrators to configure functionality and view the data 

¶ providing access to a Coretex installation application for installers to use to pair and configure a 

vehicle to itõs TMU 
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Mobile device hardware 

 

 Coretex DRIVE is installed onto an 

Android mobile device with the 

intended use being for drivers to 

manage their delivery schedules (from 

within their vehicles during their trips). 

 

This example is with an Android tablet, 

but mobile smartphones that meet 

the minimum requirements are also 

supported. 

 

 

Some common access keys: 

Home key ¶ takes you to the Coretex DRIVE 

dashboard 

¶ wakes up the mobile device 

Back key ¶ takes you to the previous window 

¶ removes keyboards from the screen 

¶ closes dialog boxes 
 

 Refer to the mobile device manufacturerõs documentation for detailed information about the device 

you are using 
 

 

 It is recommended you keep your mobile device connected to the in-cab charger to ensure it does 

not run out of battery power during the trip. 

 

 Mobile device minimum system requirements 

Tablet and mobile smartphone devices for running Coretex DRIVE need to comply with the minimum hardware 

and operating system specifications needed to support the operation of the system. From 2019 Coretex will 

support customersõ BYOD (òbring your own deviceó) which will greatly broaden the make/model base of 

devices employed with Coretex DRIVE. 
 

For compliance with using Coretex DRIVE, all devices should meet the following minimum requirements: 

¶ Google Android operating system, version: level 22, version 5.0 

(Android official version or a customised Android build that has 

been assessed by Coretex)  

¶ Wi-Fi and 3G (or higher) 

available 

¶ CPU: Quad-core 1.3 GHz or similar ¶ RAM: 1 GB 

¶ Screen: 5" HDPI (720 x 1280) or 7" MDPI (600 x 1024) ¶ Internal storage: 8 GB 
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Mobile device procedures 
Typical workflow will be: 

¶ powering your mobile device on/ off 

¶ starting and Sign In to Coretex DRIVE 

¶ setting your driver duty status 

¶ setting your vehicle/trailers for the trip 

¶ performing any DVIR tasks (if configured) 

¶ entering any Shipment numbers 

¶ Sign Out of Coretex DRIVE 

¶ understanding safety lockdown and co-driver features 

Starting your trip with Sign In 

At the start of every trip you need to ensure the mobile device 

is up and running, Coretex DRIVE is started, and that you sign 

in to the application. 

Power On 

To turn the mobile device on: 

¶ press and hold the Power button 

¶ the mobile device will vibrate briefly when power up starts 

 

 

 
Dependent on your actual mobile device. Some models may behave slightly differently. 

 

Sign In 

 
¶ normal Sign In procedure described here (variations include skipping selection of a vehicle, deferring 

DVIR inspections etc.) 

¶ your administrator will allocate you a PIN to sign in with, and, if applicable, a Sign In password 
 

ü At the start of every trip, after powering the mobile device on you will need to: 

1 Start up Coretex DRIVE 

Start the Coretex DRIVE app on your mobile device by clicking the Dashboard 

tile/ icon (installed and available from your installed apps).  
 

 PIN entry 

2 The Coretex DRIVE Sign In ð PIN screen 

will be displayed 

¶ enter your PIN number (4 to 8 digits) 

¶ this will sign you in to Coretex DRIVE 

and the Coretex DVIR app 

 

 

 
For sites configured for keypad 

access this PIN corresponds to your 

Driver ID code on your driver entry in 

Coretex 360. 
 

 
 

 Password entry 

3 For sites configured for password access, 

the Sign In ð Password screen appears: 

¶ enter your Sign In password 
 

If you have been allocated an initial 

password, you will be prompted to change 

it after first time use. 

If you have not been allocated a 

password, click Sign In to proceed (i.e. 

access without a password allowed) 
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 Your Sign In ð Password can be changed by: 

¶ your administrator in Coretex 360 

¶ yourself via this screen, or via the DRIVER PORTAL in Coretex 360 
 

3a If your password has been reset by 

someone other than yourself, you are 

allowed a one time use of it. Then you 

are prompted to enter a new password 

of your choosing. 

¶ enter a new password 

¶ confirm the password on the line 

below 

¶ tap Reset 

 
 

 
You cannot manually change your password within Coretex DRIVE, other than this automatic 

facility. If you wish to explicitly change it please request your supervisor/administrator to do 

so via Coretex 360. 
 

 You new password will be synchronised with Coretex DRIVE and Coretex 360. 

This allows you to use it for: 

¶ signing in to Coretex DRIVE on your mobile device/s 

¶ signing in to the DRIVER PORTAL in Coretex 360 (first time use here is triggered also 

and will prompt you to change your password in Coretex 360) 
 

4 ¶ select a status from Preview 

Availability screen by tapping a 

status bar (e.g. On Duty) 
 

The purpose of this it to assess your 

current status with respect to available 

driving time to see if you have enough 

time left to embark on your trip! If not, 

perhaps your co-driver can do most of 

the driving today. 

 
For details refer to section Preview 

Availability section under Rules 

and Availability. 
 

 

 Selecting a Vehicle 

5 If no vehicle is already selected, you are 

prompted to specify one: 

¶ tap the Set Vehicle tile to select your 

vehicle for the trip 
 
 
 

 
¶ if you have no assigned vehicle 

as yet, tap SKIP on the toolbar 

(and you can select it later) 

¶ some sites have a mobile device 

tied to a vehicle by policy, hence 

the vehicle will be pre-selected 

ð in this situation tap Continue 
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 ¶ type in characters from the vehicle 

ID or Vehicle Name in the Search 

Vehicles filter textbox to present a 

filtered list of vehicles to choose 

from (to speed up finding the vehicle 

you want) 

 

 ¶ tap a vehicle from the list to select it 

and it appears as a tile on the Select 

Vehicle screen 

 

 Selecting Trailer/s 
 

6 
 

¶ (optionally) add one or more trailers 

by tapping Add Trailer (another type 

of vehicle) 

¶ search and select from a list of 

vehicles/trailers ð they appear as 

tiles on the Select Vehicle screen 

¶ tap Continue or Save to use the 

selected vehicle/trailer combination  
 

 Set by policy will be the maximum number of trailers you can attach (e.g. 3 in North America). 

 
 

 
Deselect a trailer simply by tapping on its tile. 

 

 Selecting a trailer already assigned 

If the selected trailer is already assigned to another vehicle, you can return to select another 

trailer; or you can take over the assignment of your selected trailer. 

When an assigned trailer is selected, a prompt appears inviting you to change or confirm: 

¶ tap Change Trailer to return 

¶ tap Confirm Trailer to take over the trailer 

 

 Taking over a trailer 

If you confirm then the prior assignment of this trailer needs to be disconnected by: 

¶ having an automatic notification sent to the prior driver and alerting them that the trailer 

has been reassigned 

 
¶ presenting a message informing them who has taken it and inviting them to select 

another trailer 
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7 Driver Vehicle Inspection Reports (DVIR) 

 

If you are configured for automatically instigating Pre-trip DVIR inspections this 

will activate at this point (for the currently selected vehicle and for each trailer 

attached). 
 

 
Summary of steps below, but for full details of using DVIR refer to separate Coretex DVIR: 

User Guide. 
 

 You can defer performing the DVIR inspection/s by tapping LATER. The required inspections 

will appear as Information Cards. 
 

 
 

¶ attend to any Coretex DVIR Information 

Cards on your dashboard 

¶ tap on each inspection in turn to process 

 

Any previous inspections left in an unsatisfactory state must be dealt with before proceeding 

with todays inspection/s ð they are displayed when you tap on the first inspection card. 

 
 

 

ü Tap each inspection card in turn: 

¶ perform your vehicle inspection by checking each inspection item and process the 

checks and defects with tapping on response options 

¶ upon completion of all inspections, tap the COMPLETE INSPECTION menu bar link 

¶ a certification screen appears inviting you to determine if the overall inspection is 

 

 or  
 

7 Shipments (or Manifest) 

Shipments are a specific consignment of goods associated with an asset (e.g. the contents 

of the trailer).  

 
Some sites are configured to call these Manifest throughout Coretex DRIVE. 

 
 

They are assigned a Shipment number and this number should be: 

¶ entered as a Shipment number whenever the shipment is being carried by the asset 

¶ removed as a Shipment number whenever the shipment is removed from the asset 
 

 
¶ you may be configured (by account/carrier/division) to have a Shipment number 

automatically determined and assigned to your vehicle by default 

¶ you may be configured to receive notifications to enter Shipment numbers, and these will 

appear as an Information Card on your dashboard 
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 ¶ tap on any Shipments cards on your dashboard 

 

 
Optionally, one or more 

Shipment numbers may be 

entered: 

¶ enter Shipment number 

¶ tap Add 

¶ tap Save to save changes 

and return to the dashboard 

 
 

 
¶ you can defer entry of Shipment numbers until later in the day, but note that at least one 

Shipment number should be entered per trip 

¶ in addition to access from tapping a Shipments Information Card you can explicitly access 

shipments from your ELD MENU 
 

 
 
 

 Add Shipment number/s (or Manifest numbers) 

In addition to access from tapping a Shipments Information Card you can explicitly access 

shipments from the ELD MENU. 

To add shipment number/s: 

¶ in normal operation, simply 

tab the Home key to return to 

the dashboard 

¶ tap MENU to present the ELD 

MENU 

¶ tap Shipments to present 

your Shipment numbers entry 

screen (as above) 

 
 

 

 Remove Shipment number/s 

You should remove selected Shipment number/s when they are no longer valid as being 

associated with the vehicle, e.g. you change trailer, or sign out at the end of a trip. 

To remove shipment number/s: 

¶ in normal operation, simply 

tab the Home key to return 

to the dashboard 

¶ tap MENU to present the 

ELD MENU 

¶ tap Shipments to present 

your Shipment numbers 

entry screen (as above) 

 
¶ tap X to the right of the shipment number to be removed 

¶ tap Save to save deletion changes 
 

When you Sign Out, all Shipment numbers are automatically removed. 
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Sign Out at the end of your trip 

At the end of every trip you need to ensure that you sign out of Coretex DRIVE, and (optionally) that you 

power down the mobile device. 
 

Sign Out 

There are two links to sign out of Coretex DRIVE from: 

¶ the SIGN OUT USER option from the Dashboard menu ð here you can sign out any currently signed in 

users 

¶ the SIGN OUT link at the bottom of the CHANGE STATUS menu ð here you can only sign yourself out! 

ü At the end of every trip, the current driver and signed-in co-drivers will need to sign out: 

1 Dashboard menu 

¶ in normal operation, simply tap the Home key to return to the dashboard 
 
 

 ¶ tap the action link (top right of dashboard) called 

SIGN OUT USER - this presents a list of all 

currently signed in users 

 

 ¶ tap Sign Out against the user you wish to have 

signed out (either yourself or one of the co-

drivers) 

 

 

 

 

~ or ~  

 CHANGE STATUS menu 

¶ tap SIGN OUT below the CHANGE STATUS menu to 

directly sign yourself out 

 

2 ¶ if you have any uncertified logs (for days prior to today) 

you will be prompted to review and certify them 

 

3 ¶ signing out will force a change of your duty status to a 

status of Off Duty ð confirm that that is your intention 

 

4 Depending on your current status and if you are configured for Coretex DVIR Post-trip 

inspections, the first post-trip inspection will activate: 

¶ perform each inspection in the same manner as for Pre-trip inspections detailed earlier 

¶ this will be done for the vehicle (and all attached trailers) before deselecting the vehicle 

and any trailers 

 Your status is changed to OFF DUTY 
 

5 You are returned to the Coretex DRIVE Sign In screen. 
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Power Off 

ü To power down your mobile device: 

¶ follow the Sign Out procedure to sign out of Coretex DRIVE 

¶ press and hold the Power button 

¶ tap Power Off from the Options dialog that appears 

¶ tap OK from the confirmation dialog to confirm power off 

¶ the mobile device will power off and shut down 
 

 

Safety Lockdown 

The Coretex DRIVE application on your mobile device is designed to operate when the vehicle is 

stationary. This is for safety concerns to help ensure the driver is just driving! 
 

 
A tablet is a mobile device and, as with a mobile phone, should not be used by the driver in charge of the 

vehicle while driving. 
 

 
 

If you have been using Coretex DRIVE and you start to drive the vehicle: 
 

¶ an automatic sensor on the 

mobile device will detect this 

and present a lockdown screen 

¶ when the vehicle stops, the 

application returns to the 

previous screen that was active 

 
 

 A motion sensor is tied to the TMU in the vehicle (if connected to a TMU) and any vehicle motion will 

trigger it. If not connected to a TMU, motion is determined from the mobile device motion and GPS 

readings. 
 
 

 Co-driver usage 

 Any co-drivers that are signed in to Coretex DRIVE are allowed to use the application whilst the 

vehicle is in motion (because they are not in charge of driving the vehicle). 

When the driver is about to start driving they can hand the mobile device over to 

a co-driver and if the vehicle is moving the lockdown screen will be active. The co-

driver can tap on the padlock icon and enter their PIN ID to unlock the screen.  
 

 

A co-driver can use the application with the following restrictions: 

¶ a driver duty status can not be changed, and the 

dashboard will display a VEHICLE IN MOTION status 
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Looking at the dashboard 
In this section: 

¶ examining the Coretex DRIVE dashboard 

¶ available driver duty statuses 

¶ changing your driver duty status 

¶ changing the current driver in charge 

¶ Information Cards 

¶ card types 
 

Sample Coretex DRIVE dashboard screen (on an Android tablet): 

 

:  

 

 

 
Main features 

 Dashboard option Description 

 Dashboard tiles Co-driver and app tiles to tap on appear on left hand side. 

 Vehicle Currently signed in vehicle. 

 Driver Current driver in charge of the vehicle. 

 Burndown gauge Burndown gauge of driving time left for the driver before a break is due. 

 ELD MENU Access to current driverõs logs, adding of remarks and shipping numbers. 

 Dashboard menu bar Tap menu bar links to change vehicle. 

 Dashboard menu Dropdown menu of system menu options (including Sign Out User). 

 Co-driver/s Currently signed in co-driverõs listed as tiles. 

 Add to Dashboard apps Commonly used other apps can be added to dashboard and appear as tiles 

here on dashboard and spilling over to popup screen. 

 Access to Apps Tap on this tile to manage other Coretex and Android apps on popup screen. 

 CHANGE STATUS menu Tap on this bar to change driverõs duty status, and signing yourself out. 

 Access to Rules & 

Availability 

View and set rulesets and availability. 

 Information Cards Scrollable list on the right of incoming ELD alert notifications, called 

Information Cards. 

 Card type Every Information Card is defined under a Card type 

  


